
 
 

 

EZ-NICHES™ - Technical Data Sheet 

Product Description 
EZ-NICHES™ is a high-quality, preformed, waterproof shower niche manufactured by Alpinebay 
Inc. It is designed for easy installation with tile or stone finishes, providing a stylish and practical 
storage solution for bathrooms. Available in multiple configurations, EZ-NICHES™ combines 
durability with design flexibility to meet residential and commercial needs. 
 

Applications 
- Residential and Commercial Bathrooms: Ideal for recessed storage in showers and bath 

areas. 
- Wet Area Installations: Provides seamless integration with tile and dimension stone 

installations, especially suited for high-humidity environments. 

Features & Benefits 
- Waterproof ABS Construction: Made from durable Acrylonitrile Butadiene Styrene (ABS)  
- Compatibility with Tile Finishes: Sandy surface is ready for direct tile installation, 

allowing for custom finishes. 
- Durable and Long-Lasting: Resistant to mold, mildew, and physical impact. 
- Available in Standard Depths: 3-3/4 inches (100 mm), ensuring suitable in-wall storage 

space. 
- Customizable Accessories: Compatible with 3/8-inch thick tempered glass or ABS shelves 

for additional storage options. 
 

Technical Specifications 
Property Specification 
Material Composition ABS Copolymer (CAS #9003-56-9), suitable for tiling over 
Dimensions Varies by model, standard depth of 3-3/4 inches (100 mm) 
Weight Varies by size: 1.5 - 10 lbs 
Softening Point 194 °F 
Flash Point 730 - 752 °F 
Specific Gravity 1.05 (H₂O = 1) 
Environmental Resistance Moisture-resistant, mold-resistant 
Standards Compliance ANSI A118.10 for bonded waterproof membranes 
Manufacturer Alpinebay Inc., 1668 El Pinal Drive, Stockton, CA 95205 



 
 
Quality Assurance 

- Installer Qualifications: Installation should be performed by experienced professionals 
with at least five years of tiling experience. 

- Mock-Up: For large projects, mock-ups are recommended for surface preparation, tile 
compatibility, and finish approval by the architect. 

Safety & Handling 
- Health Hazards: Non-carcinogenic; ABS dust may cause mild respiratory irritation if 

inhaled during cutting or sanding. 
- Storage Requirements: Store in a dry, weathertight location away from moisture and 

heat sources. 
- Protective Measures: Goggles and gloves are recommended if cutting or sanding is 

required during installation. 

Installation Instructions 
1. Prepare Wall Opening: Ensure the surface is clean and debris-free, with framing ready to 

fit the specified EZ-NICHES™ model. 
2. Position and Secure: Place the niche in the wall opening, ensuring it is level.  
3. Tile Over Surface: Apply tile or stone finish directly to the niche surface with a modified 

thinset mortar for a cohesive look with surrounding wall materials.  

Architectural & Project Specifications 
- Model Options: Select model and size based on project requirements. 
- Shelf Options: Available in clear or frosted glass and ABS shelves, matching niche 

dimensions. 
- Warranty Information: EZ-NICHES™ comes with a 10-year limited warranty covering 

manufacturing defects, available upon request. 

First Aid Measures 
- Inhalation: Move to fresh air if dust is inhaled. 
- Skin Contact: Wash with soap and water after handling dust 
- Eye Contact: Rinse thoroughly with water if dust enters the eyes. 

 

For more details, please contact: 
ALPINEBAY Customer Service 
Phone: 209-462-1818 
Email: info@alpinebay.com 
Website: www.alpinebay.com 
 


